
PRODUCT CODE WIDTH
(mm)

HEIGHT
(mm)

DEPTH
(mm) WEIGHT (KG) NOMINAL AIR FLOW  

(m3/h) 
INITIAL PRESSURE DROP                   

(± 10% Pa)
CP-AC-G-287-287-24 287 287 24 1,20 150 80 
CP-AC-G-287-592-24 287 592 24 2,40 300 80 
CP-AC-G-490-592-24 490 592 24 4,00 500 80 

CP-AC-G-592-592-24 592 592 24 5,00 600 80 

CP-AC-G-287-287-48 287 287 48 2,25 150 140 
CP-AC-G-287-592-48 287 592 48 4,50 300 140 
CP-AC-G-490-592-48 490 592 48 7,80 500 140 
CP-AC-G-592-592-48 592 592 48 9,60 600 140 

 

TECHNICAL SPECIFICATIONS

Filter Media 
Frame Material:

 Gasket 
Rate Face Velocity
Max. Temperature 
Max. Moisture 

: Granular Activated Carbon
: Galvanized Sheet Metal
: AC
: ePMcoarse
: Optional (Polyurethane / Epdm)
: 2,50 m/s
: 50 °C  
: 70% 

AC GRANULAR FILLED PANEL

CP-AC-Z- 

CP-AC-Z- 
CP-AC-Z- 
CP-AC-Z- 
CP-AC-Z- 
CP-AC-Z- 

Activated Carbon Panel F i lters


