
ACTIVATED CARBON PANEL FILTERS –GRANULAR FILLED

TECHNICAL SPECIFICATIONS

Filter Media 

Frame Material 

Gasket 
Final Pressure Drop
Max. Temperature 
Max. Moisture 

: Activated Carbon Impregnated
: Synthetic Media
: Galvanized Sheet Metal
: ePMcoarse/ G3
: Optional (Polyurethane / Epdm)
: 250 Pa 
: 80 °C  
: 90% rH

ACTIVATED CARBON PANEL FILTERS – Z TYPE                              

TECHNICAL SPECIFICATIONS
Filter Media Ac�vated Carbon Impregnated Synthe�cMedia
Frame Material Galvanized Sheet Metal
Gasket Op�onal (Polyurethane / EPDM)
Final Pressure Drop 250 Pa
Classification ePMcoarse / G3
Max. Temperature 80 °C 
Max. Moisture 90% rH

• Irregular s izes are available.

PRODUCT CODE WIDTH 
(mm)

HEIGHT
(mm)

DEPTH
(mm)

FILTRATION
AREA
(m2)

NOMINAL AIR FLOW 
(m3/h)

INITIAL PRESSURE DROP
(Pa ±10 %)

CP-AC-287-287-48-Z 287 287 48 0,30 750 80
CP-AC-287-592-48-Z 287 592 48 0,30 1500 80
CP-AC-490-592-48-Z 490 592 48 0,50 2480 80
CP-AC-592-592-48-Z 592 592 48 0,60 3000 80
CP-AC-287-287-96-Z 287 287 96 0,39 750 50
CP-AC-287-592-96-Z 287 592 96 0,39 1500 50
CP-AC-490-592-96-Z 490 592 96 0,59 2480 50
CP-AC-592-592-96-Z 592 592 96 0,70 3000 50
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AC Z TYPE PANEL

PRODUCT CODE WIDTH
(mm)

HEIGHT
(mm)

DEPTH
(mm)

FILTRATION AREA  
(m2) 

NOMINAL AIR 
FLOW  (m3/h) 

INITIAL PRESSURE DROP                         
(± 10% Pa)

CP-AC-Z- 287-287-48 287 287 48 0,15 750 80 

CP-AC-Z- 287-592-48 287 592 48 0,30 1500 80 
CP-AC-Z- 490-592-48 490 592 48 0,50 2480 80 
CP-AC-Z- 592-592-48 592 592 48 0,60 3000 80 
CP-AC-Z- 287-287-96 287 287 96 0,30 750 50 
CP-AC-Z- 287-592-96 287 592 96 0,60 1500 50 
CP-AC-Z- 490-592-96 490 592 96 0,80 2480 50 
CP-AC-Z- 592-592-96 592 592 96 1,00 3000 50 
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